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    SPECIFICATION       MS- SB-03A         
 
 
Name: 630mm Double Twist Bunching Machine  
 
630mm Double Twist Bunching Machine 

1.] Main specification: 
1.1.) Type: Double twist bunching without back twist 
1.2.) Application: 

1.2.1.) Multiple wires bunching, up to 100 fine copper wires.  
1.2.2.) 7B wires accurate construction of annealed copper wires stranding. 

1.3.) Individual wire diameter: 
1.3.1.) Flexible wire: 0.12mm - 0.35mm multiple wires, up to 100 wires.  
1.3.2.) 7 wires stranding: 5.5mm sq. Max. (7/0.4mm – 1.04mm) 

1.4.) Rotor speed: 1800Rpm.Max. (3600 Twist/Min) 
1.5.) Stranding pitch: 11-60mm 
1.6.) Take up bobbin size: 630mm/OD x 475mm/AW DIN. Max.(Or customer’s 

request)           560mm/OD x 425mm/AW DIN. Min. 
1.7.) Driven motor: HP AC motor c/w INVERTER 

 
2.] Machine composition: 

2.1.) 630mm-7B Flyer pay-off................... 1 set (Option) 
2.2.) 630mm bunching machine ............... 1 set 
2.3.) Length counter ................................. 1 set 
2.4.) Bobbin loading/unloading ................. 1 set  
2.5.) Wire broken detector ........................ 1 set 

 
3.] Excluding items: 

3.1.) 315mm-Multi-wire pay-off ................. 1 set(option) 
 

4.] Standard spare parts: 
4.1.) Lay pitch gears ................................. 1 set  
4.2.) Steel bows with guider ..................... 1 pair 
4.3.) Timing belt........................................ 1 set 
4.4.) Flat belt ............................................ 1 set 
4.5.) Tools for operation ........................... 1 set 
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